
CONNECT® to your Pro Series pump to receive real-time alerts!

www.StopFlooding.com       800-991-0466

Industrial Grade for the Residential Market

Pro Series CONNECT® WiFi2 Module Features
•	 Receive	pump	notifications	while	away	from	home

•	 Easily	connects	to	compatible	Pro	Series	system	via	USB

•	 Connects	using	home	Wi-Fi

•	 Sends	an	alert	regarding	issues	or	needed	maintenance	for	a	primary,	combination	or	
backup	sump	pump	system

•	 Email,	text	or	push	notifications	are	sent	to	homeowner’s	phone,	tablet,	or	computer

•	 Able	to	check	status	on	Glentronics’	CONNECT®	website

• NO MONTHLY FEE

•	 Simple	setup	

•	 Mobile	app	shows	Pro	Series	backup	pump	status	and	receives	updates	
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Primary Pump Switch Backup Systems Combo Systems
•	DFC2	 •	PHCC	1850	 •	PS-C22
•	VSC2	 •	PHCC	2400	 •	PS-C30
•	DVSA	 	 •	PS-C33
	 	 •	PS-C50

USB	data	 
port	connection	 
to	compatible	Pro	
Series	CONNECT® 
backup	or	
combination	system

Connection	with	the	USB	data	port	enables	the	homeowner	to	receive	text,	email	or	push	notifications	
pinpointing	a	possible	issue	or	informing	the	homeowner	of	needed	maintenance.

USB	data	port	connection	
to	compatible	CONNECT® 
pump	switch	controller

5V	USB			 
charger	to	 

outlet
PS-WSPS-WS

PS-WS360PS-WS360

Connection to optional  
High	Water	Sensor	accessory	(PS-WS)	or

360	Water	Sensor	(PS-WS360)

Connection to optional  
High	Water	Sensor	accessory	(PS-WS)	or

360	Water	Sensor	(PS-WS360)
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USB data port connection to compatible  
Pro Series CONNECT® backup or combination system

USB data port connection to compatible Pro Series  
CONNECT® deluxe (DFC2 or VSC2) controller for pump
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Available from:Pro Series System Compatibility

Installation Diagrams with the USB Data Port

Included with PS-WiFi2 Module

PS-WS

PS-WS360

Optional Accessories

• Use	this	sensor	in	a	sump	pit, 
sewage	pit,	or	other	area	that	can	
tolerate	a	3/8	water	depth

• If	water	lifts	the	float,	the	WiFi	
Module	will	send	a	text,	email	or	
push	notification

• Use	the	360°	water	sensor	when	
you	need	to	know	if	a	minimal	
water	buildup	occurs

• If	water	reaches	the	sensor,	the	
WiFi	Module	will	send	a	text,	 
email	or	push	notification

• WiFi	Module

• 5V	1A	USB	charger

• 2	USB-C	cables

• Velcro

• Mounting	hardware

• 1-year	warranty	from 
date	of	installation


